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Project Name: Type: Quantity:

INTENDED USE

The Specification grade Alcon
Lighting 11242 Turtle Friendly
Architectural LED Commercial
Downlight Fixture is the ideal solution
for Turtle Friendly applications where
quality LED lighting is desired.

FEATURES

Color Temperature: 590 nm Amber
CRI: 90

Dimming: 0-10V Dimmable

Voltage: 120V/277V

Power Factor: > 0.90

Operating Temperature: -20°C to
+50°C / -4°F to +131°F.

Warranty: 5 Years Carefree for Parts &
Components (Labor Not Included)
Listings: ETL, cETL, Suitable for dry,
damp and wet locations, CA Title 24
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 ORDERING INFORMATION Example: (11242-410-NC)

Model Size | Wattage | Lumens Housing Options
n242 418 4" | 18W | 1800 Im NC? New EMI2 12W Emergency Back-up Battery
422 4" | 22W | 2300 Im Construction EM25 25W Emergency Back-up
" Non-IC Rated Battery
428 4'128W127001m IC2 New I[EM'  Integral EM-Switch
610 6"| 10W | 1000 Im Constructio
IC-Rated
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618 6"[18W 1500 Im
628 6"|28W[2200 Im

810 8" | IOW | 1000 Im
818 8" [ 18W | 1500 Im
828 8"[28W 2200 Im

1 Must be paired with Emergency Back-up Battery
2 Housing frame is not marine-grade
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https://www.alconlighting.com/11242.html
https://www.alconlighting.com/
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Medium(30-60): 4717  19.4%
High(60-80):  22.3 0.9%

Very High(80-90): 9.5 0.4%
Uplight
Low(90-100): 0.000 0%
High(100-180): 0.000 0%

Trapped Light: 5686 23.4%

1242-610
BUG Rating Bl-U0-G1

Forward Light Lumens Lumens %
Low(0-30): 287.3 16.5%
Medium(30-60): 298.2 17.5%

High(60-80):  68.4 4%
Very High(80-90):  13.5 0.8%
Back Light

Low(0-30): 288.1  16.9%
Medium(30-60): 299.8  17.6%
High(60-80):  72.2 4.2%

Very High(80-90):  14.8 0.9%
Uplight
Low(90-100):  0.000 0%
High(100-180): 0.000 0%

Trapped Light:  358.7 21.1%

11242-810
BUG Rating B2- U0 - G1
Forward Light Lumens Lumens %
Low(0-30): 520.3 21%
Medium(30-60): 425.4 17.2%
High(60-80):  15.1 0.6%

Very High(80-20): 7.9 0.3%
Back Light
Low(0-30): 525.7 21.2%
Medium(30-60): 396.4 16%
High(60-80): 21.5 0.9%
Very High(80-20):  10.9 0.4%
Uplight
Low(90-100): 0.000 0%
High(100-180): 0.000 0%
Trapped Light:  554.7 22.4%

LI GHT
| BUG RATING
11242-410 11242-418
LCS Table
BUG Rating B1-UD- GO BUG Rating B2 - UOD-G1
Forward Light Lumens Lumens % Forward Light Lumens Lumens %
Low(0-30): 436.9 18% Low(0-30): 531.0 18%
Medium(30-60): 466.3 19.2% Medium(30-60): 564.6 19.2%
High{60-80):  14.3 0.6% High(60-80): 16.5 0.6%
Very High{80-90): 6.9 0.3% Very High(80-90): 7.9 0.3%
Back Light Back Light
Low(0-30): 436.6 17.9% Low(0-30): 531.0 18%

Medium(30-60): 570.9  19.4%
High(60-80):  25.9 0.9%
Very High(80-90):  11.0 0.4%

Uplight
Low(90-100): 0.000 0%
High{100-180): 0.000 0%

Trapped Light: 6388.4 23.4%

11242-618
BUG Rating B1-U0-G1

Forward Light Lumens Lumens %
Low(0-30): 3419  16.8%
Medium(30-60): 352.6 17.3%

High(60-80):  82.0 49
Very High(80-90):  16.5 0.8%
Back Light

Low(0-30): 342.9  16.9%
Medium(30-60): 354.9  17.4%
High(60-80):  86.5 4.3%

Very High(80-90):  18.1 0.9%
Uplight
Low(90-100): 0.000 0%
High(100-180): 0.000 0%

Trapped Light: 4385 21.6%

1242-818
BUG Rating B2 - UO - G1

Forward Light Lumens Lumens %
Low(0-30): 627.3 21.1%
Medium(30-60): 515.5 17.3%
High(60-80):  13.2 0.4%
Very High(80-90): 7.1 0.2%
Back Light
Low(0-30): 633.6 21.3%
Medium(30-60): 488.6 16.4%
High(60-80):  20.9 0.7%
Very High(80-20):  10.3 0.3%
Uplight
Low(90-100): 0.000 0%
High(100-180): 0.000 0%
Trapped Light:  656.5  22.1%

1242-428
BUG Rating B2 - U0 -G1

Forward Light Lumens Lumens %
Low(0-30): 632.3 17.9%
Medium(30-60): 674.1 19.1%
High{60-80):  20.3 0.6%
Very High({80-90): a7 0.3%
Back Light
Low(0-30): 632.5 17.9%
Medium(30-60): 683.1 19.4%

High{60-80): 31.9 0.9%
Very High(80-90):  13.5 0.4%
Uplight

Low(90-100): 0.000 0%

High(100-180): 0.000 0%

Trapped Light: 8276 23.5%

N242-628
BUG Rating Bl-U0-G1

Forward Light Lumens Lumens %
Low(0-30): 415.0 16.9%
Medium(30-60): 428.2 17.4%

High(60-80): 98.4 4%
Very High(80-90):  19.4 0.8%
Back Light

Low(0-30): 416.3  16.9%
Medium(30-60): 430.7  17.5%
High(60-80): 103.7 4.2%

very High(80-90):  21.2 0.9%
Uplight
Low(90-100):  0.000 0%
High(100-180): 0.000 0%

Trapped Light: 5240 21.3%

11242-828

LCS Table

BUG Rating B2 - U0 -G1

Forward Light Lumens Lumens %
Low(0-30): 751.3 21%

Medium(30-60): 617.7 17.3%

High(60-80): 17.2 0.5%

Very High(80-90): 9.3 0.3%
Back Light

Low(0-30): 759.4 21.2%

Medium(30-60): 587.5 16.4%

High(60-80):  26.6 0.7%

Very High(80-90):  13.0 0.4%

Uplight
Low(90-100): 0.000 0%
High(100-180): 0.000 0%

Trapped Light:  7953.1 22.3%
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