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LIGHT DISTRIBUTION

Four Beam Angle options

EXTERNAL EMERGENCY BATTERY

Automatically activates during 
AC power failure, providing at 
least 120 minutes of emergency 
illumination. Equipped with an 
external test button, it seamlessly 
returns to charging mode when 
power is restored, ensuring 
compliance with life-safety 
lighting standards.

15° 24° 36° 60°

Canopy with Indicator

Lumens:  2612.6 Lm
Watts: 25 W
LPW: 103.94 Lm/W
CCT: 3000K

UNIT:cd
C0/180, 61.0°
C30/210, 61.1°
C60/240, 61.1°
C90/270, 60.7°

Zonal Flux Diagram  Luminance cd/(m2)Zonal Lumens

Υ CO C45 C90 C135 C180

10 2751 2786 2868 2917 2931

20 2335 2466 2558 2593 2538

30 1094 1535 1818 1905 1800

40 155.1 194.4 245.3 438.2 400.3

50 62.68 63.03 65.58 79.00 102.6

60 44.26 44.48 45.54 54.19 62.64

70 23.80 23.01 22.92 28.39 34.03

80 2.913 5.007 6.675 7.312 11.58

90 0.1544 0.1118 0.3414 0.4778 0.2661

100 0.0980 0.1167 0 1027 . 0.1260 0.1499

110 0.1725 0.2939 0.8678 0.2707 0.6863

120 0.3081 0.3082 0.3596 0.3502 0.7190

130 0.8022 0.6450 0.4290 0.4484 0.8034

140 2.066 1.785 1.408 1.243 1.589

150 3.714 3.274 2.851 2.718 3.120

160 5.316 4.917 4.461 4.184 4.698

170 6.381 6.205 6.044 5.930 6.233

180 6.788 6.806 6.652 6.657 6.797

DEG LUMINOUS INTENSITY:cd

G(DEG) CO/180 C90/270

85 2079 6732

80 2892 6628

75 8458 9206

70 11997 11556

65 13945 13764

60 15263 15703

55 16203 17152

50 16813 17592

45 17695 27503

Υ φ total

0-10 275.7

10-20 1016

20-30 1941

30-40 2403

40-50 2499

50-60 2552

60-70 2587

70-80 2603

80-90 2605

90-100 2605

100-110 2605

110-120 2606

120-130 2606

130-140 2607

140-150 2609

150-160 2610

160-170 2612

170-180 2613

UNIT: lm

AVERAGE BEAM ANGLE (50%): 61.0°
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PHOTOMETRY

4"/ 3000K/ 60°
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Lumens: 5046.4 Lm
Watts: 45 W
LPW: 111.38 Lm/W
CCT: 3000K

UNIT:cd
C0/180, 59.5°
C60/210, 59.5°
C30/240, 59.6°
C90/270, 59.6°

Zonal Flux Diagram  Luminance cd/(m2)Zonal Lumens

Υ CO C45 C90 C135 C180

10 5529 5511 5486 5486 5576

20 4834 4887 4923 4940 4963

30 2643 2758 2803 2894 2818

40 433.5 487.4 508.0 551.8 472.2

50 100.6 104.4 102.4 105.5 99.85

60 72.33 72.16 70.84 70.56 71.23

70 44.46 45.15 44.15 44.05 43.76

80 18.19 18.90 17.92 18.39 18.56

90 0.1782 0.1447 0.1496 0.1447 0.1447

100 0.1727 0.1868 0 1494 . 0.1821 0.1729

110 0.2565 0.2615 0.2147 0.2568 0.2569

120 0.3688 0.3923 0.3823 0.3596 0.3737

130 1.082 1.047 0.9929 0.9770 1.080

140 3.232 3.112 3.031 2.920 3.318

150 6.392 6.202 6.089 5.889 6.530

160 9.529 9.302 9.245 9.017 9.601

170 12.21 12.07 11.91 11.77 12.11

180 13.29 13.37 13.15 13.16 13.31

DEG LUMINOUS INTENSITY:cd

G(DEG) CO/180 C90/270

85 5141 5059

80 6800 6703

75 7678 7640

70 8441 8382

65 9032 8906

60 9393 9200

55 9336 9072

50 10163 10349

45 14737 15549

Υ φ total

0-10 526.3

10-20 2017

20-30 3780

30-40 4714

40-50 4863

50-60 4936

60-70 4993

70-80 5025

80-90 5033

90-100 5033

100-110 5033

110-120 5033

120-130 5034

130-140 5036

140-150 5039

150-160 5042

160-170 5045

170-180 5046

UNIT: lm
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AVERAGE BEAM ANGLE (50%): 59.6°

PHOTOMETRY

6"/ 3000K/ 60°

Lumens: 6000.6 Lm
Watts: 60 W
LPW: 95.85 Lm/W
CCT: 3000K

UNIT:cd
C0/180, 57.5°
C60/210, 57.8°
C30/240, 58.0°
C90/270, 57.5°

Zonal Flux Diagram  Luminance cd/(m2)Zonal Lumens

Υ CO C45 C90 C135 C180

10 6752 6641 6582 6635 6997

20 5798 5610 5550 5774 6119

30 2943 2631 2544 3088 3598

40 323.2 281.4 268.1 369.4 569.4

50 101.4 92.02 90.41 103.3 137.4

60 66.11 63.45 62.41 64.37 68.46

70 40.56 38.05 37.37 39.94 43.13

80 16.48 14.58 14.33 16.84 19.29

90 0.1635 0.1495 0.1728 0.1494 0.6340

100 0.1633 0.2008 0 1867 . 0.1961 0.1821

110 0.2426 0.2895 0.2613 0.2755 0.2615

120 0.4150 0.4624 0.4521 0.4110 0.3877

130 1.310 1.501 1.445 1.183 1.038

140 4.020 4.396 4.323 3.738 3.636

150 7.830 3.274 2.851 2.718 3.120

160 11.69 12.09 12.00 11.29 11.30

170 15.06 15.17 14.99 14.64 14.78

180 16.06 16.06 15.84 15.86 16.12

DEG LUMINOUS INTENSITY:cd

G(DEG) CO/180 C90/270

85 2815 2099

80 3569 3101

75 4060 3666

70 4458 4108

65 4761 4451

60 4970 4692

55 5058 4836

50 5932 5288

45 9205 8235

Υ φ total

0-10 670.6

10-20 2462

20-30 4629

30-40 5655

40-50 5820

50-60 5892

60-70 5945

70-80 5976

80-90 5984

90-100 5985

100-110 5985

110-120 5985

120-130 5986

130-140 5988

140-150 5991

150-160 5995

160-170 5999

170-180 6001

UNIT: lm

AVERAGE BEAM ANGLE (50%): 57.7°

8"/ 3000K/ 60°
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COMPATIBLE DIMMERS

0-10 V
RH4FBL3PTCDVSTV

NTSTV-DV
MS-Z101

IP710
DD710

2100

2101

2102
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