
A
lcon 15120 Exterior Rounded Pendant LED

 Lighting System

FIXTURE SPECIFICATIONS

Project Name: Type: Quantity:

1/4

INTENDED USE
Gain easy and interchangeable positioning and switching of lighting 
fixtures for a custom arrangement with this halo LED ring pendant 
light series, which lets you guide downlighting fixtures into place on 
an exterior rounded lighting system. The architectural-grade, curved 
system functions on both sides of the light fixture.
PRODUCT FAMILY 
15110 Rectangle 
15115 Round-In
15120 Round-Out 

FEATURES
Construction: Black aluminum body 
Lens: White frosted acrylic
Components: Maximum combined wattage is 70 watts 
Mounting: 120" aircraft cable
CRI: 90+
Voltage: 120V
Dimming: TRIAC
Finish: Matte Black
Color Temperature: 3000K 
(Residential, Hospitality, Retail) 
Warranty: 5 Years Carefree for Parts & Components 
(Labor Not Included) 
Listings: cETLus, Title 24 (Round fixture only)
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Accessories slide in and lock in place Slide accessories fluidly on copper rail Works on both sides of the light fixture

Model#: SM     

2430 Lum54W

Model#: MD

3150 Lum70W

Model#: LG

3780 Lum84W

https://www.alconlighting.com/alcon-15120.html
alconlighting.com
https://www.alconlighting.com/15110.html
https://www.alconlighting.com/alcon-15115.html?c=products&q=15115
https://www.alconlighting.com/alcon-15120.html


Attachments            Size Wattage | Lumens   Model# 

6W Glowbar

6 Watts | 370 Lumens

FD

ATTACHMENT INFORMATION
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•  Cylindrical body for 
full 360° illumination

•  Diffused light
•  Adjustable head

ø1.25” x 8”H

Dimensions 

SIDE VIEW

100°

FRONT VIEW

240°

10W Fixed 
Downlight

ø1.25” x 8”H

•  Diffused light
•  Beam Angle: 160°

Dimensions 

SIDE VIEW FRONT VIEW

10 Watts | 480 Lumens

8W Adjustable 
Spotlight

ø2” x 4.5”H

•  Adjustable head
•  Beam Angle: 50°

Dimensions 

SIDE VIEW

110°

FRONT VIEW

240°

8 Watts | 650 Lumens

13W Adjustable 
Spotlight

•  Adjustable head
•  Beam Angle: 40°

Dimensions 
ø2.5” x 5.5”H

SIDE VIEW

120°

FRONT VIEW

240°

13 Watts | 990 Lumens

GB

AS13

AS8

ORDERING INFORMATION Example: (15120-SM / 2 / 2 / 4) 

-

1 Maximum combined wattage is 70 watts

Model Size     Glowbar Qty1 Fixed Downlight Qty1

/ /
8W Adjustable Spotlight Qty1 13W Adjustable Spotlight Qty1

/ /



Luminous Intensity Distribution Curve
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Average Diffuse Angle(50%): 107.4°

C0-C180 C90-C270

Unit: cd

Luminous Intensity Distribution Curve
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Average Diffuse Angle(50%): 240.4°

C0-C180 C90-C270

Unit: cd

10W FIXED
DOWN LIGHT

6W GLOW BAR

The Average Illuminance Effective Figure

Beam Angle:179.0° Diameter / AreaAvg./Nadir. EHeight

  229.18m / 41251.28sq.m1.0m 0.00/ 0.61lx

  343.77m / 92815.36sq.m1.5m 0.00/ 0.27lx

  458.36m / 165005.11sq.m2.0m 0.00/ 0.15lx

  572.95m / 257820.49sq.m2.5m 0.00/ 0.10lx

  664.62m / 346923.27sq.m2.9m 0.00/ 0.07lx
  687.54m / 371261.46sq.m3.0m 0.00/ 0.07lx

  917m / 660020sq.m4.0m 0.00/ 0.04lx

  1146m / 1031282sq.m5.0m 0.00/ 0.02lx

Flux Out: 202.63lm

The Average Illuminance Effective Figure

Beam Angle:157.8° Diameter / AreaAvg./Nadir. EHeight

  10.19m / 81.60sq.m1.0m 5.32/ 165.65lx

  15.29m / 183.59sq.m1.5m 2.36/ 73.62lx

  20.39m / 326.38sq.m2.0m 1.33/ 41.41lx

  25.48m / 509.97sq.m2.5m 0.85/ 26.50lx

  29.56m / 686.22sq.m2.9m 0.63/ 19.70lx
  30.58m / 734.36sq.m3.0m 0.59/ 18.41lx

  40.77m / 1305.52sq.m4.0m 0.33/ 10.35lx

  50.96m / 2039.88sq.m5.0m 0.21/ 6.63lx

Flux Out: 433.94lm
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PHOTOMETRICS

A
lcon 15120 Round LED
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ut Pendant M

odular System
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PHOTOMETRICS

Luminous Intensity Distribution Curve
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Unit: cd
Average Diffuse Angle(50%): 30.4°

C0-C180 C90-C270

Luminous Intensity Distribution Curve
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Unit: cd
Average Diffuse Angle(50%): 31.6°

C0-C180 C90-C270

8W ADJUSTABLE
SPOT LIGHT

13W ADJUSTABLE 
SPOT LIGHT

The Average Illuminance Effective Figure

Beam Angle:41.9° Diameter / AreaAvg./Nadir. EHeight

  0.77m / 0.46sq.m.1 0m 1819.81/ 3711.01lx

  1.15m / 1.03sq.m808.81/ 1649.34lx

  1.53m / 1.84sq.m

.1 5m

.2 0m 454.95/ 927.75lx

  1.91m / 2.87sq.m.2 5m 291.17/ 593.76lx

  2.22m / 3.87sq.m216.39/ 441.26lx
  2.30m / 4.14sq.m

.2 9m

.3 0m 202.20/ 412.33lx

  3.06m / 7.36sq.m.4 0m 113.74/ 231.94lx

  3.83m / 11.50sq.m.5 0m 72.79/ 148.44lx

Flux Out: 837.06lm

The Average Illuminance Effective Figure

Beam Angle:50.3° Diameter / AreaAvg./Nadir. EHeight

  0.94m / 0.69sq.m.1 0m 816.70/ 2111.00lx

  1.41m / 1.56sq.m362.98/ 938.22lx

  1.88m / 2.77sq.m

.1 5m

.2 0m 204.17/ 527.75lx

  2.35m / 4.32sq.m.2 5m 130.67/ 337.76lx

  2.72m / 5.82sq.m97.11/ 251.01lx
  2.81m / 6.22sq.m

.2 9m

.3 0m 90.74/ 234.56lx

  3.75m / 11.06sq.m.4 0m 51.04/ 131.94lx

  4.69m / 17.29sq.m.5 0m 32.67/ 84.44lx

Flux Out: 564.75lm

COMPATIBLE DIMMERS

.BOVGBDUVSFS %JNNFS�4,6T

Skylark SELV-300P
Caseta PD-6WCL

Maestro MACL-153M
Diva DVCL-153P

Skylark CTCL-153PDH
Toggler TGCL-153PDH
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lcon 15120 Round LED
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