
Construction: Die-Cast Aluminum Housing 
Gasket: Silicone Rubber
Lens: Tempered Glass
Voltage: 120VAC (2" Dia.) and 120-277V (3" Dia./4" Dia.) 
Ambient Temperature: -4°F~113°F (-20°C~45°C) 
Dimming Driver: 120V TRIAC. 277V Not dimmable 
CRI: 80+ standard 90+ optional
Life: 50,000
Warranty: 3 Years Carefree for Parts & Components 
(Labor Not Included)
Listings: cETLus Listed, IP65 Wet Rated

Model

9165 

ORDERING INFORMATION Example:

Wattage

4
4 Watts 
8
8 Watts

Beam Angle

WH
White
SL
Silver
BK
Black
BZ
Bronze

30K
3000K
40K
4000K
50K
5000K

GR
Gray

15
15° Spot
25
25° Narrow 
Flood 
352

35° Medium Flood 
401

40° Flood
502

50° Wide Flood 
55201

H55° x V20°

20551

H20° x V55°

50202

H50° x V20°

OptionsMounting

AS
Angled Shroud 
HL
Honeycomb 
Louver 
MG 
Marine Grade 

PC
Pole Clamp

SPECIFICATION SHEET

Project Name: Quantity:

Shop Now

INTENDED USE 

Type:

Size

2
2" Dia.

3
3" Dia.

4
4" Dia.

15
15 Watts

20
20 Watts
30
30 Watts
40
40 Watts

27K
2700K

1 Not available for Large size.  
2 Only available for Large size 

Color Temp
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Designed for versatile outdoor use, this fixture 
illuminates facades, gardens, lawns, and trees with 
precise lighting control. It offers 360° rotation and 180° 
tilt, enabling precise and customizable lighting 
arrangements. Its optimized heat dissipation ensures 
reliable, long-term performance and combines 
durability with flexibility to enhance residential and 
commercial landscapes.

FEATURES
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TS
24" Tree Strap 
JB
Junction Box 
RC
4.5" Round Cover 
GS
Ground Stake

Finish CRI

8 Standard

80+ 
9
90+

https://www.alconlighting.com/catalogsearch/result/?q=9165
https://www.alconlighting.com/
https://www.alconlighting.com/
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LUMINOUS EFFICACY

Watts Lumens Efficiency 

4 W 280 lm

70 lm/W8 W 560 lm

15 W 1050 lm

Watts Beam Angle Lumens 

20 W

15° 2025 lm

25° 2161 lm

35° 2114 lm

50° 2131 lm

50° x 20° 1608 lm

30 W

15° 2785 lm

25° 2936 lm

35° 2863 lm

50° 2936 lm

50° x 20° 2159 lm

40 W

15° 3671 lm

25° 3958 lm

35° 3878 lm

50° 3924 lm

50° x 20° 2878 lm
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ACCESSORY DIMENSIONS

4.5" ROUND COVER
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0.24"

4.17"

0.79"
0.02"

0.24"

JUNCTION BOX

0.22"
2.95"

2.83" 1.97"

1.57"

2.44"
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GROUND STAKE

8.11"

8.11"

19.47"
3.36"

TREE STRAP

1.97"

4.33"

0.83"0.22"

39.37"

0.39"

3.35"

1.26"

0.16"

1.97"

3.94"

HONEYCOMB LOUVER POLE CLAMP

6.71"

2.36"
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