
 AlconLighting.com © 2015 2845 S. Robertson Blvd.  Los Angeles, CA 90034  USA (877)733-5236  |  sales@alconlighting.com 

FEATURES & SPECIFICATIONS
INTENDED USE
Architectural �uorescent linear Delano �xture for 
distinctive architectural lighting plans.  Ideal for 
corridors, lobbies, and o�ce areas, Delano Series 
�xtures can be installed individually or in group 
patterns. 

SIZE
Length: 8 ft
Width: 9”
Height: 3”

ADDITIONAL FEATURES
• Housing is made of die-formed 20 gauge    
 cold-rolled steel
• Semi specular louver come standard
• Light Distribution: 25% Down / 75% Up
• T8 and T5HO options
• Available in 4 lamp (2 lamps per 4FT section) or
 6 lamp (3 lamps per 4 FT section) options
• UNV 120V-277V
• ARRA compliant

  D
elano 10104 Series Fluorescent A

rchitectural Linear Suspended Light- D
irect/Indirect 

Model

10104

9”

3”3”

9”

Optional Decorative End Cap
(SPE)

Ordering Information:

Example: (10104-8-4-32-T-C96)

Suspension Length

C48
48” Adjustable Aircraft Canopy

C96
96” Adjustable Aircraft Canopy

Finish

Blank Matte White

AL Light Gray

Mount Type

T T-Bar Ceiling

H Hard Ceiling

Listings:

SPE Decorative End Cap

MS Occupancy Sensor

EM-120 Emergency Ballast (120V)

EM-277 Emergency Ballast (277V)

DM7-120 Dimming Ballast Mark 7 (120V)

DM7-277 Dimming Ballast Mark 7 (277V)

Options

Lamp Type

32 F32T8 (48”)

54T5HO F54T5HO (46”)

Length / # of Lamps

8-4 8 FT 4 Lamp

8-6 8 FT 6 Lamp

https://www.alconlighting.com/delano-10104-8.html

