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Job Information Type:
Job Name: 

Cat. No.: 

Lamp(s): 

Notes:

Lighting Systems EG1-5

Male Female

Feature Specifications

1 2

4

5

Electrical
Connections:

male to female, starting from the power feed end set.

Emergency Battery Pack: 

Dimming: 

Labels Included

Features
1. Housing:

fasteners or hardware. 
2. Lamping: 

as an option, see ordering information.
3. Reflector:

4. Louver:

5. Optional Slotted Top Reflector:

Mountings

Finish

Ordering Instructions
Individual Fixtures:

Continuous Rows:

3
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Lighting Systems EG1-5

Module Ordering Information

EG

Family Series

1

Lamping &
Distribution

Lamp VoltageLength

P 
2 =  2 Lamps
5 =  2 Lamps, 

Reflector

See Lamp P  1 = 120V
2 = 277V

Shielding Options 
(Blank)

4 
5 
6 
D 
T 
E 

Module Ordering Specifications

Lamping and Distribution
2 = 2 Lamp
5 = 2 Lamp, Slotted Top Reflector

Unswitched Switched

EM B.

A/C B. A/C B.

EM B.

Wall
Switch

T = Tandem Switching

A

Ballast

A
W = White

Finish

When ordering no lamps provided by Lightolier, use Lamp code “Z”

Feature Options (continued)
E = Emergency Battery Pack (E):

Dimming: 

high.

Shielding
P

Length Voltage Finish
4 1 A
8 2 W = White

Wiring Options
Blank
4 
5
6

Feature Options
D = Dual Switching

Ballast Specifications

Code Lamp Type Ballast Factor
Start  
Type

THD %

F 1.00 <10
1.00 <10

I <10
<10

Lamping Specifications

Code Lamp Type Wattage
Rated Output 

(Lumens)
Color (K)

M 2600*
2600*
2600*

Q
R

4 
8 
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48" (121.92cm)

5' (152.40cm) OA

9' (274.32cm) OA

96" (243.84cm)

4' (121.92cm) Run

8' (243.84cm) Run

12' (365.76cm) Run

16' (487.68cm) Run

20' (609.60cm) Run

24' (731.52cm) Run

17' (518.16cm) OA

96" (243.84cm) 96" (243.84cm)

13' (396.24cm) OA

96" (243.84cm)48" (121.92cm)

21' (640.08cm) OA

96" (243.84cm)48" (121.92cm) 96" (243.84cm)

25' (762.00cm) OA

96" (243.84cm) 96" (243.84cm)96" (243.84cm)

Fixture Lengths & Mounting Locations

Cable AssemblyCable/Cord Assembly

Ceiling Grid Kit:

Power Feed End Set

Ceiling Grid Kit, Power:

 

Power Feeds Control
Suspension and End Set Ordering Illustrations

4' (121.92cm)
Module

8' (243.84cm) 
Module

End Set Cable Joiner 

4' (121.92cm) Run 1 1
8' (243.84cm) Run 1 1

12' (365.76cm) Run 1 1 1 1
16' (487.68cm) Run 2 1 1
20' (609.60cm) Run 1 2 1 2
24' (731.52cm) Run 3 1 2
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Performance — Two Lamp Fixture With Open Top

Performance — Two Lamp Fixture With Optional Slotted Top Reflector

70

30 10 30 10 30 10
0
1 77 72 62 60
2 76 70 66 60
3 67 60 60

36
37 31

6 37 32 30 27
7 30 32 31 27 23

31 27 21
23 32 26 22 26 22

10 32 21 23 16

Zone� 0 22 67
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1122 1137

1072 1301

621
173
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0 0 0 0 0
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70 161
773 733

722 773
1061

1116 1202
1032

1060 1061 1061 1060
0 1066 1066 1066 1066 1066

Zone
30 31

100

Zone� 0 22 67

�

360
371 376

332 323

267
203

137 176 163
66 32 27

21 17 30
1 6 7 6
1 1 3 6

11 11

711
1003 1660

1706
2031

1636
1677 1713 1676 1721

0

70

30 10 30 10 30 10
0 77 77 77 71 71 71
1 72 67 67 62 61
2 61
3

37
36 32

6 30 33 36 32
7 36 30 26 30 26 33

33 27 23 32 27 23 30 22
30 21 20 27 23 20

10 22 27 22 21

70.1
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Desgn.
Lamp Type 
(T8 or T5)

Ballast 
Factor (BF)

Ballast  
THD (%)

Lamp  
Rated 

Wattage

Lamp  
Rated 
Output

Lamp  
Color 

(Kelvin)

IES Output 
(Lumens)

System 
Input  
Watts

System 
Efficiency 
(lum/watt)

System 
Lamp Life 

(Hours)
Start Type

FM 1 <10 2600 2600 31.0 20000
1 <10 2600 2600 31.0 20000
1 <10 2600 2600 31.0 20000
1 <10 76.1 20000
1 <10 76.1 20000
1 <10 76.1 20000

IM <10 2600 77.6
<10 2600 77.6
<10 2600 77.6
<10 70.6
<10 70.6
<10 70.6

Notes:

 

Ballast and Lamp Ordering Combinations
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