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Filename: 12100-3-2-41-50K e 20
Manufacturer: ALCON LIGHTING, INC i 70°
Lamp: LED Module 700 Eo°
Lamp Output: Total luminaire Lumens: 4900.5 933
Max Candela: 1,363.4 at Horizontal: 90°, Vertical: 12° 1,167 i
Input Wattage: 40.7 1,400
Luminous Opening: Rectangle w/Luminous Sides (L: 24.02", W: 3.15", W-0°H fal e o U
H: 3.54") W -90°H
Test: 12100-3-2-41-50K
Test Date: 29-Jul-2020 07:53:20
Test Lab: Radiant Vision Systems ProSource
Photometry : Type C
Roadway Summary Flood Summary
Cutoff Classification: N/A Effici Horizontal Vertical
iciency Lumens
Distribution: TYPE II, VERY SHORT Spread Spread
Max Cd, 90 Deg Vert: 378.2 Field (10%): 99.1% 4,857.7 n/a 164.8
Max Cd, 80 to <90 Deg: 523.1 Beam (50%): 75.3% 3,689.7 142.8 113
Lumens % Lamp Total: 100% 4,900.4
Downward Street Side: 2,473.9 50.5%
Downward House Side: 2,342.1 47.8%
Downward Total: 4,816.1 98.3%
Upward Street Side:  42.8 0.9%
Upward House Side: ~ 42.3 0.9%
Upward Total: ~ 85.0 1.7%
Total Lumens: 4,901.1 100%
Zonal Lumen Summary Lumens Per Zone
Zone Lumens % Luminaire Zone Lumens % Total Zone  Lumens % Total
0-30 1,085.8 22.2% 0-10 128.2  2.6% 90-100 849 1.7%
0-40 1,811.2 37% 10-20 375.6  7.7% 100-110 0.1 0%
0-60 3,362.4 68.6% 20-30 582.0 11.9% 110-120 0 0%
60-90 1,453.0 29.7% 30-40 7255 14.8% 120-130 0 0%
70-100 882.8 18% 40-50 789.4 16.1% 130-140 0 0%
90-120  85.1 1.7% 50-60 761.8 15.5% 140-150 0 0%
0-90 4,815.4 98.3% 60-70 655.1 13.4% 150-160 0 0%
90-180  85.1 1.7% 70-80 488.3 10.0% 160-170 0 0%
0-180 4,900.5 100% 80-90 309.6 6.3% 170-180 0 0%
Isofootcandle Plot Illuminance at a Distance
4 3 2z 1 0 1 2 3 Center Beam fc EBeam ‘width
o a6 fc A SR 10.R
3 330 124 fc 10.0 ft 19.6 ft
S of 53.8fc 15.1ft 29.8ft
2 6 7R 30.0 fc 203  399ft
— 23R 19.5 fc 2510 4941t
L / 13.5fc 30.2ft  59.5Mt
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Distance in units of mount height {10Ft)

Coefficients Of Utilization - Zonal Cavity Method

Effective Floor Cavity Reflectance: 20%
RCC %: 80 70 50 30 10 o
RW%: 70 50 30 0 |70 50 30 0|50 30 20| 50 30 20 /50 30 20 |0
RCR: 0 1.191.191.191.19 1.161.161.16.981.101.101.10 |1.051.051.05 1.001.001.00 .98
1.061.00 .95 .90 1.03 .98 .93.78 .93 .89 .85 .89 .85 .82 .85 .82 .80 .77
.95 .86 .78 .71 .92 .84 .76.64 .80 .74 .68 .76 .71 .67 .73 .69 .65 .62
.86 .75 .65 .58 .84 .73 .64.53 .69 .62 .56 .66 .60 .55 .63 .58 .54 .51
.79 .66 .56 .49 .76 .64 .55.45 .61 .53 .47 .59 .52 .46 .56 .50 .46 .43
.72 .58 49 41 .70 .57 .48.39 .55 .47 .40 .52 .45 .40 .50 .44 .39 .37
43 .36/ .64 .51 .42.34 .49 41 .35 .47 .40 .35 .45 .39 .34 .32
.61 .47 .38 .31 .60 .46 .37.30 .45 .37 .31 .43 .36 .31 .41 .35 .30 .28
.57 .43 34 .28 .55 .42 .34.27 .41 33 .27 .39 .32 .27 .38 .32 .27 .25
.53 .39 .31 .25 .52 .39 .30.24 .37 .30 .25 .36 .29 .24 .35 .29 .24 .22
.28 .23/ .49 .36 .28.22 .34 .27 .22 .33 .27 .22 .32 .26 .22/.20
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Candela Table - Type C
0 10 20 30

01346 1346 1346 1346
313521352 1352 1352
613541354 1354 1354
91345 1347 1350 1351
1328 1333 1339 1345
1306 1310 1321 1331
1280 1285 1295 1311
1248 1258 1273 1289
1217 1232 1252 1267
1188 1202 1223 1248
1156 1165 1191 1220
1112 1123 1154 1183
1064 1080 1113 1145
1020 1034 1074 1107
975 986 1030 1069
922 936 981 1020
864 885 930 967
806 834 871 919
747 774 825 858
687 715 769 801
625 657 702 746
556 594 644 691
488 521 577 635
424 453 514 565
360 390 450 502
290 324 382 441
218 256 318 382
161 198 334
102 149 277

53 99 227
64 189
24

40 50 60
1346 1346 1346
1352 1351 1351
1354 1354 1354
1353 1354 1356
1349 1352 1355
1340 1348 1355
1324 1341 1353
1306 1326 1342
1285 1306 1320
1269 1286 1299
1243 1260 1278
1206 1228 1248
1170 1197 1216
1136 1169 1186
1098 1132 1154
1047 1088 1116
1003 1043 1074

966 995 1027

913 946 973

858 897 921

798 847 868

733 788 816

680 725 760

624 661 701

566 605 646

497 556 589

437 496 530

391 445 478

331 387 424

280 338

240 295

107| 135

70 80 90
1346 1346 1346
1350 1349 1348
13541355 1354
1359 1361 1361
1360 1363 1363
1359 1357 1355
1357 1351 1345
13471344 1341
1326 1332 1335
13041313 1319
1288 1291 1295
1266 1265 1268
12351237 1238
12041211 1204
1167 1181 1169
11271142 1134
10881097 1096
1046 1056 1050
1000 1014 1002

948 967 954

897/ 913 907

846 858 858

791 803 807

738/ 749 754

685 696 698

626 635 636

560 574 573

511 523 521
452 470 469

400 425 423

364 375

193

17

1346
1348
1353
1359
1361
1355
1348
1338
1322
1303
1284
1260
1229
1197
1161
1121
1079
1042
1001
951
895
843
792
732
669
611
560
512
462
407
371
170
24
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1355
1355
1352
1347
1333
1312
1293
1275
1246
1211
1178
1140
1102
1068
1027
976
922
870
816
760
706
653
597
538
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1346
1342
1333
1316
1296
1278
1253
1220
1188
1154
1113
1076
1040
990
934
886
830
775
720
661
607
555
502
446
400
352
310
164
17

1346 1346
13441342
13441340
13421335
1337 1327
1331 1317
1319 1305
1298 1286
12751255
12511223
1220 1188
1192 1158
1165 1133
1126 1094
1075 1041
1033 985
994 944
941 902
886 840
839 784
786 732
722 672
669 618
619 562
559 511
506 447
452 388
396 332
285
244
206
116
15
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141
144
147
150
153
156
159
162
165
168
171
174
177
180
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Luminaire Report Summary

TESNA:LM-63-2002
MAX3FR24LG41W5000LDMV50K
TESTDATE] 29-Jul-2020 07:53:20

_NUMBEROFRAYS]110000000

[

[

[TESTLAB] Radiant Vision Systems ProSource
[ISSUEDATE] 7/29/2020 8:46:50 AM

[MANUFAC] SAYLITE-TEXAS FLUORESCENTS REINVENTED
[LAMP] LED Module

[_TOTALLUMINAIRELUMENS] 4900.5

[_DRIVER TYPE] (1) OSRAM OT85W

[7BOARD/LAMP TYPE] (1) SAMSUNG 6000L "G" BOARDS
[_COLOR TEMP] 5451 CCT

[_LUMEN/WATT] 120 LPW

[ CRI] 86.2

[

[

OTHER] Absolute Photometry measurement
FILE: CREATED USING ABSOLUTE PHOTOMETRY
FILE: CANDELA MULTIPLIER: 1
FILE: VERTICAL ANGLES: 61,

HORIZONTAL ANGLES: 37

1346
1341
1337
1327
1315
1303
1290
1269
1229
1191
1156
1122
1093
1057
1008
943
883
841
788
731
668
612
560
496
438
379
325
271
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1346 1346 1346
1339 1339 1338
13331329 1329
13211316 1314
1305 1299 1297
1290 1281 1279
12721260 1254
12471229 1215
121311931176
117211157 1144
1135 1115 1111
1092 1067 1064
10431014 1011
1001 963 960
957/ 910 908
908 855 852
858 799 792
797 747 730
742) 690 668
675 632 603
612 570 537
562 507 471
497 438 404
432 370 335
303 267
240 203
181 143
121 82
83 39
52 12
33

1346
1338
1329
1315
1297
1281
1262
1225
1183
1151
1118
1071
1013
956
902
853
804
749
688
628
566
501
431
363
299
235
175
115
77
44
29
17

1346 1346 1346
1338 1340 1340
13331336 1339
1320 13251333
1300 1308 1320
1287 1293 1303
12721281 1288
12451263 1274
1209 1232 1252
11671195 1222
112311521183
1075 1114 1151
10321083 1121
9981039 1075
957 991 1025
908 936 972
852/ 885 931
784 838 888
727 776 826
665 717 767
603/ 659 710
550/ 604 646
483 547 589
421 477 531
362 417 480
297 358 419
236 303 362
181 245 303
138 203 256
103 161

89 145

60 108
13

1346 1346 1346
13411342 1343
13421344 1346
13411347 1351
1331 1341 1350
1317 1330 1343
1301 1315 1332
12841298 1317
12671280 1299
12441260 1278
12111234 1257
1182 1203 1226
115111751190
111111451159
1062 1104 1122
1017 1061 1076
973 1020 1032
922/ 969 988
869 912 943
817/ 859 892
762 799 836
702 745 777
642 693 721
580 632 665
522/ 571 608
473 515 551
417 459 492
350 394 428
305/ 346 380
270 314 346
260 302 321
181 211 243
27

1346 1346
13441345
13471348
13531354
1356 1358
1351 1354
13431346
1330 1336
13131322
12911303
1268 1278
12411252
1209 1222
1176 1189
11421152
11051109
1062 1064
1019 1016
973 969
925 923
870 873
810 816
747 756
688 700
637 645
580 588
519/ 529
453| 464
410 414
369 379
354/ 370
226 234
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1346
1346
1349
1354
1356
1353
1346
1335
1318
1294
1270
1247
1221
1188
1150
1111
1070
1027
977
929
879
823
758
698
647
591
531
466
420
382
355
232
32
11

1346 1346 1346
13471348 1349
1350 13511353
13531352 1351
1352 1348 1345
1348 1344 1340
13421338 1332
13321326 1317
13151310 1299
12951290 1276
12731264 1244
1247 1236 1217
12171207 1189
1186 1170 1152
11451126 1108
1100 1083 1068
1059 1044 1023
1018 999 970
973/ 943 919
919 891 867
861 837 809
807 780 744
751 720 685
690 664 625
631 607 568
571 543 514
507 483 455
448 427 394
401 375 337
366 333 291
343 308 271
236/ 192
24
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FILE: COORDINATE SYSTEM: TYPE C
FILE: UNIT OF MEASURE: METRIC
FILE: BALLAST FACTOR: 1

Photometrics Pro 1.3.29 copyright 2003-2020 by jSolutions, Inc.
Reported data calculated from manufacturer's data file, based on IES recommended methods.
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