
RISK OF FIRE AND ELECTRICAL SHOCK. FIXTURE MUST BE INSTALLED BY 
A QUALIFIED ELECTRICIAN ONLY IN ACCORDANCE WITH NATIONAL, 
LOCAL BUILDING AND ELECTRICAL CODES. DISCONNECT POWER AT 
ELECTRICAL PANEL BEFORE SERVICING.

WARNING:

!
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14135  INSTALLATION INSTRUCTIONS FOR: RECESSED MRI LED DOWNLIGHT

Please read all instructions prior to installation and keep for future reference!
1. Check if the local voltage range corresponds with the working voltage of the fixture.
2. Make sure LEDs and drivers are cool to touch when performing maintenance.
3. Do not install in a hazardous atmosphere, except where the ambient temperature does not exceed the rated operating temperature of the fixture.
4. Keep tightly closed when in operation.

1/4

https://www.alconlighting.com/
https://www.alconlighting.com/catalogsearch/result/?q=14135


RISK OF FIRE AND ELECTRICAL SHOCK. FIXTURE MUST BE INSTALLED BY 
A QUALIFIED ELECTRICIAN ONLY IN ACCORDANCE WITH NATIONAL, 
LOCAL BUILDING AND ELECTRICAL CODES. DISCONNECT POWER AT 
ELECTRICAL PANEL BEFORE SERVICING.

WARNING:

!

14135  INSTALLATION INSTRUCTIONS FOR: RECESSED MRI LED DOWNLIGHT

AlconLighting.com © 2024  ■ ( 877) 733-5236 ■ products@alconlighting.com 2/4

Adjust to mount on 
the ceiling T bar

Adjust to fit between ceiling 
joists in non drop ceiling

Install reflector after 
ceiling is finished

Mount the bottom face of the pan 
flush with the top of the ceiling

Junction box with 
knockouts on 3 sides 
for wiring acess
un clip driver and pull 
aside

if there is a gap between the 
reflector and module after 
instillation use wing nuts to re 
adjust height Using wing nuts to adjust for 

various ceiling thicknesses 
subtract ceiling thickness from 
measurement for reflector and 
adjust from module box to the 
bottom of the pan
(Fixture preset for 5/8" ceiling 
thickness from the factory)
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Wiring Diagram
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TOOL(S) NEEDED: 

Cordless drill and an elbow or L-shape adapter with Philips Insert Bit extension. 
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