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INTENDED USE 
Our rustic designed outdoor sign light offers 
a welcome presentation to exteriors.  Made 
of 18 gauge cold-rolled steel, this fixture is 
ideal for applications in store front signs, 
entryways and heavily trafficked outdoor 
areas. 

FEATURES: 
Construction: 18 gauge cold-rolled steel with 
powder coated finish 
Cover Nut: Die cast aluminum with 1/2" 
N.P.T. or 3/4" N.P.T. accepts conduit pipe or 
cord strain relief. 
Voltage: 120V/277V 
CRI: 70+ 
Listings: Wet Location 
Warranty: 5 Years Carefree for Parts & 
Components (Labor Not Included) 

Socket, Wire Leads, Fixture, Goose-neck 
and Wall Mounting Plate Included

15242

FIXTURE SPECIFICATIONS

Project Name: Type: Quantity:
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Color Temperature 

ORDERING INFORMATION  EXAMPLE: (15242-15-27K-MB)

Model Wattage | Lumen

Rev. 5/5/23

Finish

BK Black
BR
WH

Bronze
White

BL Blue

27K 2700K
30K 3000K
40K 4000K

5000K50K

24" - 48"

10"
11"

15
19

15W | 980L
19W | 2200L

30 30W | 3000L

GR
YE

Green
Yellow

RD Red
GA Galvanized

MB Matte Black

Arm Length
24 24 Inch Standard

36 36 Inch
48 48 Inch

https://www.alconlighting.com
https://www.alconlighting.com/15242.html
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