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SPECIFICATIONS
INTENDED_USE
The Alcon A010D 24V DC 0-10V Dimming Driver is a 
reliable source of power where 0-10V dimmable LED 
transformers are needed.

FEATURES 
Short circuit and over current protection
Input: 100~277V AC @ 47~63 Hz
Output: 24V DC 
Life: 50,000 hours lifetime 
Dimmable: Compatible with most 0-10V Dimmers 
Operating Environment: -40ºF ~ 140ºF (-40ºC ~ 60ºC) 
Storage temperature: -40ºF ~ 176ºF (-40ºC ~ 80ºC) 
Humidity: 20~90% RH, non condensing
Listings: cULus, Class 2
Warranty: 5 Years Carefree for Parts & Components
(Labor Not Included

ORDERING INFORMATION Example: (A010D-60W) 
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A010D

Model

60W
96W
200W
288W
300W

Wattage

60 Watts
96 Watts
200 Watts
288 Watts
300 Watts

60W
96W
200W
288W
300W

7.4” X 3.72” X 1.57”
8.66” X 3.72” X 1.57”
10.24” X 4.13” x 1.77”
11.85” X 4.25” x 1.81”
10.94” X 4.33” x 1.77”

Dimensions

https://www.alconlighting.com/catalogsearch/result/?q=A010D
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