
INTENDED USE
The Swat 9046 is the ideal solution for Directional LED 
Landscape Lighting Applications. Made of die-cast 
aluminum and a tempered glass lens, the Swat 9046 
couples both strength and elegance.         

SIZE
L 4” x Dia 2.4"

FEATURES
Construction: Die-cast aluminum with powder coat
Finish: Dark Bronze finish
Lead Wire: 18” SJO 18/2 AWG Lead wire
Landscape Spike: 6-1/2” Aluminum spike comes standard.
Voltage 12VAC/DC
Wattage: 6W
Beam Angle 45° 
CRI: 80
Power factor: >0.95
Operating temperature: -40°F ~ 104°F
LED Life: 50,000 Hours
Warranty: 7 year

Non-dimmable

 

Model
9046

Color Temperature | Lumens 
27K          2700K | 400 Lum

30K          3000K | 400 Lum

40K          4000K | 450 Lum

50K          5000K | 450 Lum

Mounting

KN Standard        Knuckle Mount  

YK                    Yolk Mount

(Optional Yoke mount )
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FIXTURE SPECIFICATIONS

Project Name: Type: Quantity:

Shop Now
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1 Only available for 30, 60 and 150 Watt options

ORDERING INFORMATION Example: (9046-40K-KN) 

https://www.alconlighting.com/swat-9046.html
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